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 The appliance is not intended for use by young children or infirm persons without supervision.   Please ensure that  
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INSTALLATION AND OPERATING INSTRUCTIONS I INSTALLATION AND OPERATING INSTRUCTIONS 

 

Top Discharge 

Inverter Heat Pumps









Advised pool volume(m3) 30-60 40-75 50-100

Operating air temperature ( )

Heating Capacity(kW) 2.8~12.7 3.9~16.8 5.9~24.6

Heating Capacity(Btu) 9520~43180 13300~57120 20060~83460

Consumed power (kW) 0.22~2.2 0.31~2.98 0.47~4.94

COP 5.77~12.73 5.64~12.58 4.98~12.55

Heating Capacity(kW) 2.2~9.7 2.9~12.8 4.8~18.4

Heating Capacity(Btu) 7480~32980 9860~43520 16252~62560

Consumed power (kW) 0.33~2.13 0.42~2.81 0.73~4.64

COP 4.55~6.67 4.56~6.9 3.96~6.55

Heating Capacity(kW) 1.9~8.0 2.6~10.8 4.3~18.2

Heating Capacity(Btu) 6460~27200 8840~36720 14552~61880

Consumed power (kW) 0.33~1.95 0.45~2.64 0.74~4.35

COP 4.10~5.76 4.1~5.78 4.18~5.78

Power Supply 230V/1P/50Hz 230V/1P/50Hz 230V/1P/50Hz

Casing type

Fan Quantity

Fan Power Input (W) 200 200 200

Fan Speed (RPM) 500-700 500-700 600-800

Sound Pressure 1m dB(A) 42-54 42-56 48-58

Sound Pressure in silence mode 1m dB(A) 42 42 50

Sound Pressure 10m dB(A) 24-34 26-36 30-40

Sound Pressure in silence mode 10m dB(A) 24 26 30

Water Connection (mm)

Water Flow Volume (m3/h) 4.2 5.5 8.3

Water Pressure Drop (max) kPa 3 4 11

Net Dimensions(L/W/H)(mm) 723 835 865 723 835 865 770 990 970

Shipping Dimensions(L/W/H)(mm) 773 885 915 773 885 915 820 1040 1000

(-15~43)

ABS

1

Performance Condition Air 27 /Water 26 /Humid. 80%

Heating Capacity Air 15 /Water 26 /Humid. 70%

Heating Capacity Air 10 /Water 26 /Humid. 64%

IHPt127 IHPt168 IHPt246Product Code



Dimensions(L/W/H)(mm) 723 835

IHPt127

865 723 835 865 770 990 970

IHPt168 IHPt246



Option to plumb with separate water pump

Where the heat pump is installed in the filtration circuit, the heater should always be 

installed after the pump and filter. The water connections are located on the right hand 

side of the heater. The inlet and outlet are clearly marked. Water connections supplied 

are for 50mm PVC glue in plumbing.

All automatic sanitising devices must be installed after the heater and in such a way that 

the sanitiser cannot enter the heater without first mixing with the water in the pool or spa. 

Sanitisers that are connected prior to the heater will void heater warranty.

The Astral Pool Heat Pump Pool Heater is only suitable for outdoor installation.
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Heating/Cooling



































 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


